
Two-component epoxy binder for CONTINUO BASE

Series 128/129

CONTINUO EPOXY COMBO

DESCRIPTION
 
EPOXY COMBO is a two-component epoxy binder to be
used as a modifier of the CONTINUO BASE skim coat.
The resulting three-component epoxy mortar guarantees
excellent mechanical resistance and high adhesion to the
surface. 
 
INSTRUCTIONS FOR USE
 
Preparation of horizontal surfaces in the CONTINUO
STUDIO, CONTINUO LOUNGE and FURNITURE cycles.
 
TECHNICAL SPECIFICATIONS
 
-Nature of the binder: epoxy resin and specific hardener
-Solvent: water
-Density UNI EN ISO 2811- 1:
Component A: 1.08±0.05 kg/l
Component B: 1.04±0.05 kg/l
Mixing ratio: 1.6 l of Component A + 0.8 l of Component B
+ 3-3.5 l of water + 25 kg CONTINUO BASE.
-Pot-life of the mixture (A+B): approx. 30 minutes at 20 °C.
 
PREPARING THE SURFACE
 
Reder to the technical data sheet on CONTINUO BASE.
 
APPLICATION INSTRUCTIONS
 
Preparing the compound:
Pour Component B into the Component A container and
stir by hand for about 60 seconds. Mechanical mixing is
also possible provided it is done slowly.
The resulting epoxy mixture is then diluted with 3-3.5 litres
of water.
Now, you can slowly add the entire contents of a bag of
CONTINUO BASE, mixing at moderate speed with a
mechanical mixer until you obtain a uniform thixotropic
mixture without lumps. 
-Do not add more water to lengthen the Pot-life. 
-Mix (catalyze) and use one pot at a time (comp. A + comp.
B). 
-Equipment cleaning: with water immediately after use.
-Indicative spreading capacity: EPOXY COMBO (A+B) +
water + CONTINUO BASE: 2.0-2.5 kg/m2 per coat,
depending on the degree of finish of the surface and its
absorption. Approx. 14 m2 per bag in 2 layers.
 
RECOMMENDATIONS 
The correct use of equipment and personal protective
equipment (PPE) is recommended in all preparation
phases of the surface, products and application. 
Do not expose the products for long periods to direct heat
sources, or to temperatures below +5°C. 
If storing the products in environments with temperatures
close to +5°C, we recommend conditioning them, before
use, in an environment with an adequate temperature of
not less than +10°C.
Do not heat the products using a direct heat source, flame,
hot body or similar. 
Low temperatures increase the viscosity in the pot, making

it difficult to use, and lengthening or inhibiting drying and
curing process of the various products. 
We recommend finishing each job with materials from the
same batch of manufacture. 
In case of use of different batches, we recommend mixing
the batches.
-Equipment cleaning: with water immediately after use.
-Indicative yield: EPOXY COMBO (A+B) + water +
CONTINUO BASE: 2.0-2.5 kg/m2 per coat, depending on
the degree of finish of the surface and its absorption.
Approx. 14 m2 per bag in 2 layers.
 
TINTING
 
The product is available colourless and non-tintable. 
 
STORAGE
 
Maximum storage temperature + 35 °C
Minimum storage temperature: + 5 °C
Keep in a dry place away from humidity.
It is recommended to use the product within 1 year from
date of manufacture.
 
SAFETY RULES
 
EU limit value (Dir. 2004/42/EC)
Cat. A/j: Two-pack reactive performance coatings
(water-base): 140 g/l (2010)
The product contains max: 140 g/l VOC
 
Use the product according to current health and safety
regulations; after use, do not discard the containers in the
environment; allow the residue to dry thoroughly, then treat
as special waste. Do not dispose of residues in the sewers,
waterways or ground. For more information consult the
safety data sheet.
 

SAN MARCO GROUP guarantees that the information herein is
provided to the best of its technical and scientific knowledge and
based on its experience; nonetheless, the company may not be held
liable for the results obtained using these products, as application
conditions are beyond its control. It is recommended to always make
sure that the product is suited to each specific instance. The present
sheet voids and replaces any previously existing sheets. For further
technical information call the technical service +39 041 4569322.
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